Pl ayStati on DECI Driver Version 1.4

Installing the PlayStation DECl driver

*

*

*

I nt roducti on

The PlayStation DECI driver is a Wndows (95/NT) driver that pernits the

Pl ayStati on devel opnment board to be used with various tools. Please install
the driver according to the instructions bel ow when usi ng CodeWarrior R4 or
later, or other tools that require the DECl driver.

Note that SDevTC, which works w th dexbi os, h25bios, etc

., cannot be used in
conjunction with the DECI driver.

Operating system and machi ne

Support is provided for the four conbinations given below Select the
appropriate one for your operating system and nmachi ne.

W ndows95 and t he DTL- H2000/ DTL- H2700
W ndows95 and t he DTL- H2500
W ndowsNT and t he DTL-H2000/ DTL- H2700
W ndowsNT and t he DTL- H2500

oom>

Install ation

A. Installing the DTL-H2000/DTL-H2700 for W ndows95.
A-1. Setting up the hardware

Connect the DTL-H2000/H2700 to the PC by following the instructions
for the devel opnent board or those in the start-up manual.

A-2. Initializing the board (DTL-H2700 only)
Pl ease update the DTL-H2700 to the latest firmvare rel ease. An update

can be perforned by executing the follow ng conmands fromthe DOS
pronmpt or DOS. This operation is not necessary for the DTL-H2000.

> cd deci\flash27
> flash 1340 (1340 is the 1/0O Address for the DTL-H2700.)
A-3. Disabling settings for CWR3 and earlier, and SDevTC, environnents
If a driver fromCWR3 or earlier is installed, please uninstall the
old driver. Select Start Menu -> Settings -> Control Panel -> System
-> Devi ce Manager -> PlayStation -> DTL-H2000 del ete.

In the SDevTC environnent, if |oading of dexbios takes place in
config.sys, renove or coment out the I|ine.

A-4. Specifying the 1/0O Address and the | RQ

Copy deci\psx95isa to an appropriate |location on the hard disk.



B.

A-5.

Doubl e click the deci\psx95i sa\psx95isa.inf in the copied files.
Find the line beginning with ;1 RQConfig=.

If an IRQis to be used, first delete the initial sem colon (;) then
enter the board setting such as 10, 12, 15 (e.g., |RQConfig=10).

If an IRQis not used, |leave the semicolon (;) as is.

A line beginning with 1 OConfig= should appear next. Specify the 1/0O
address in this line, as in | QConfig=1240-124b(3ff::).

The initial values are set to

I RQ none
I/ O address: 1340.

Installing the driver

Sel ect Start Menu -> Settings -> Control Panel -> Hardware. To start
the installation, follow the procedure bel ow.

Click on "Next".

Sel ect "No" for automatic detection, then click on "Next".

Sel ect "Other device" and click on "Next".

Sel ect "Have disk". For the copy source, specify the directory

cont ai ni ng psx95i sa.inf as described above in section A-4.

e. Select PlayStation Board DECI (DTL-H2000/ H2700) and click on
"Next". The port address will be displayed. dick on "Next".

f. dick on "Finish" to conplete installation of the driver.

Qoo

Installing the DTL-H2500 for W ndows95

B-1.

B- 2.

B- 3.

Setting up the hardware

Connect the DTL-H2500 to the PC by followi ng the instructions for the
devel opnment board or those in the start-up nanual .

Initializing the board

Pl ease update the DTL-H2500 to the latest firmvare rel ease. An update
can be perforned by executing the follow ng conmands fromthe DOS
pronpt or DOCS.

> cd deci\flash25

> flash

Di sabling settings for CWR3 and earlier, and SDevTC, environnents

If drivers are not being used they should be deleted. O herw se, the
ot her devices would recogni ze the board as a PCl card.

Start Menu -> Settings -> Control Panel
System -> Devi ce Manager -> Other Devices -> PCl Card -> Delete

If adriver fromCWR3 or earlier is present, it should be
uni nst al | ed.

Start Menu -> Settings -> Control Panel
System -> Devi ce Manager -> PlayStation -> DTL-H2500 -> Del ete



B- 4.

Installing the driver

Select Start Menu -> Settings -> Control Panel -> Hardware. To start
installing, follow the procedure bel ow.

Click on "Next".

Select "No" for autonmatic detection, then click on "Next".

Sel ect "Other device" and click on "Next".

Sel ect "Have di sk". Specify deci\psx95Pci as the copy source.

Sel ect PlayStation Board DECI (DTL-H2500) and click on "Next". The
board is Plug-and-Play conpatible so select "Next". Cick "Finish"
to conplete installation of the driver.

Pao o

C. Installing the DTL-H2000/DTL-H2700 for W ndowsNT

C 1.

Setting up the hardware

Connect the DTL-H2000/DTL-H2700 to the PC by follow ng the
instructions for the devel opnent board or those in the start-up
manual .

Initializing the board (DTL-H2700 only)

Pl ease update the DTL-H2700 to the latest firmnvare rel ease. Update
the firmvare by copying the files in deci\flash27 to a bootabl e
fl oppy di sk and executing the follow ng commands. This operation is
not needed for the DTL-H2000.

> cd deci\flash27

> flash 1340 (1340 is the 1/0O Address for the DTL-H2700.)

Speci fying the I1/0O Address and the | RQ

Copy deci\psxNTisa to an appropriate place on the hard di sk. Doubl e
click deci\psxNTisa\psxNTisa.inf on the hard di sk.

Find the line beginning with | SAl RQ=.

When using an IRQ enter the board setting, such as 10, 11, 12, 15
(e.g., ISAIRQ10). If no IRQis used, enter a O.

The next line should be one beginning with | SAAddress=. Enter the I/0O
address here (e.g., |SAAddress=0x1240).

Initial settings are

| RQ none

I/ O address: 1340.
Installing the driver

Ri ght-click the psxNTisa.inf file that was copied at step C 3.

Select the Install option fromthe nenu. This conpletes installation
of the driver.

D. Setting up the DTL-H2500 for W ndowsNT

D-1. Setting up the hardware



Connect the DTL-H2500 to the PC by followi ng the instructions for the
devel opnent board or those in the start-up nanual .

D-2. Initializing the board
Pl ease update the DTL-H2500 to the latest firmnvare rel ease. Update
the firmvare by copying the files in deci\flash25 to a bootabl e
fl oppy di sk and executing the foll ow ng commands.

> cd deci\fl ash25
> flash

D-3. Installing the driver
Right-click the psxNTPC .inf file in the deci\psxNTPC directory.

Select the Install option fromthe nmenu. This conpletes the
installation of the driver.

* Tenporarily disabling the driver
The driver should be disabl ed when using the SDevTC tool. Each tine the

driver is changed, the firmvare nust be updated to the appropriate version.

To determ ne the proper firmmare version, see the instructions for the
correspondi ng tool .

A.B. Disabling drivers under W ndows95
Start Menu -> Settings -> Control Panel

System -> Devi ce Manager -> PlayStation -> PlayStation Board DECI (DTL-

H2....). Under Device Usage, check "Disable for this hardware
configuration".

C.D. Disabling drivers under W ndowsNT
Start Menu -> Settings -> Control Panel -> Device -> PlayStati on Board

DECI (DTL-H2....). If the state is started, click Cancel and press the
Start-up button to switch to nmanual node.

* Re-enabling drivers

Drivers that were disabled using the procedure described above can be re-
enabled in the foll owi ng nanner.

Update the version of the firmmvare using the sane steps that were used during
installation.

A.B. Re-enabling drivers under W ndows95
Start Menu -> Settings -> Control Panel

System -> Devi ce Manager -> PlayStation -> PlayStation Board DECI (DTL-

H2....). Under Device Usage, uncheck "Disable for this hardware
configuration".

C.D. Re-enabling drivers under W ndowsNT



Start Menu -> Settings -> Control Panel -> PlayStation Board DECI (DTL-
H2....).

Press the Startup button to switch to System Press the Start button.

* Uninstalling
A.B. Uninstall drivers from W ndows95
Start Menu -> Settings -> Control Panel

System -> Devi ce Manager -> PlayStation -> PlayStation Board DECl (DTL-
H2....). Select Delete.

If there is an inf\other directory in the Wndows System directory,
del ete the remmining settings files.

Dependi ng on the Wndows95 version, settings files in the inf directory
may be renaned oenxx.inf. These shoul d be del et ed.

C.D. Uninstall drivers from W ndowsNT

Start Menu -> Settings -> Control Panel -> Device -> PlayStation Board
DECI (DTL-H2....)

Click the Startup button. This will disable the driver.
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